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SERIES

E3000

ULTRA-HIGH-SPEED & SUPER-PRECISION - .

De

E3000 Serie_s.has become the largest product lines of electric
motor spindle with the decades of effort to respond to the
customer's requests from all over the world.

@ 330mm Spindle

® Max. power 350w
® Max. rpm 80,000min-!

# The largest product lines
® 26 types of spindles are available.

«# Spindle accuracy within 1 um

® Optimum for high-precision machining
® Longer tool life

« Ceramic Bearing

® Longer bearing life
® Higher rigidity for heavy cutting

@ Brushless motor

® Maintenance free .

® Longer product life thanks to no dust
from carbon brushes
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E3000 SERIES

Index
Spindle (Modular type)

NR-3060S e _‘{-1 p_g NRR=3060 - coecevicninne .{W1
Short spindle Manual tool change spindle

Open / close by lever operation
NRF-3060S - eoroeeeveeresis = 9
Short spindle with flange -F P NR3060-AQC """"""""""""" _@ﬂ.=“‘ﬂ

Air quick change spindle

Cl / | by ai ti
NR-3060 _‘= 5 o amp / unclamp by air operation
Straight spindle

NRR3060_QC ......................... _-I*
RAX-271E / RAX-71E - h p.11 Lever quick change spindle
Angle spindle
Standard angle head tTp |
YN 13 | ” .11 CTS-3030 - : —&l
Angle spindle with short head ¥ Coolant through spindle
TG ] | S —— r 0.13 ARG<O11E <rererermrerereren .
Angle spindle with long head Speed reducer (1/4)

&

=¥ O ly 4 | e ¥ 13 ARG-021E -;-i
Angle spindle with small head H P Speed reducer (1/16)
NR33-6000ATC-ESD - —-'én p.15 ety g =i

e Oil mist type Speed reducer (1/4)

- |
NR50-5100 ATC RS - —dﬂ 047 gg:ggggs ....................................... ..,‘.l

Automatic tool change spindle
NRAF-5080 e -1
Air bearing spindle -

Open / close by air cylinder
B () G I —

NR40-5100 ATC e . d1 p.19
60,000min-' motor

Automatic tool change spindle
Open/ close by air cylinder

EIVI=BOG O ----vvvvvverrressssssssssssssssses s ss58ss s8R -"r
60,000min-' motor with joint type motor cord

EIVI=BOBOT ---vvveeeeeeresesssssssssssssssseeesssssssssssssssssssseseesssssssssssssssssssss s sssssssssssssss s -

30,000min- torque motor

EIVI=BOBOTd vvvveeeeeeeeeeeessssssssssssssssssss s s405508 85 n

30,000min-' torque motor with joint type motor cord

e () ‘

80,000min' motor with joint type motor cord

Spindle & Motor 225 Specifications (Modular type)

Motor (Modular type)

NR=2EBBT oot . _'rﬁi
Straight spindle
EN NS 00 O I I e

50,000min-' motor

p.-19

p.21

p.23

p-25

p.27

p.27

p.27

p.29

p-31
p.31
p.33

p.33

p.33

p.35

V. NAKANISHI

Motor Spindle (One-piece type)

EMS-3060K

230 Motor spindle
CHK collet-30cm joint cord

EMR-BO08K  ooooorreessmeessimesssisessissesssssesssssesssosese

Motor spindle with reduction gear

EIMIA-CBO20IK  oovvvvverresssmsssssssssssssssesessssssss s h p.41
Angle motor spindle -

Standard angle head i’}

EIVIACB020S - vvveessssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssons

Angle motor spindle
Built-in angle head

EN G O S 60 O O —————— 1_1 p.43

230 Motor spindle-CHK collet

EM25-S6000 -ovoreerorssmoeesimmesssimesssioesssisesssseessioeess

225 Motor spindle-CHA collet

[T 0 T =Y = 0] 0 Y o OO

220 Motor spindle-:CHA collet

EMSF-3060K e

Motor spindle with flange

Controller Selector
E3000 CONTROLLER . . p_47 E3000 SELECTOR oo . :” p.48
Controller | Selector 2
Up to 4 motors to control
with connecting selector to controller
Motor cord
EMCD-3000 eeeeeeeeee -p.49 EMCD-3000A oo -p.49 EMCD-3000J oo - p.49
Straight type Angle type Joint type
Accessories
Air line kits e p.50 GR-30 - p.50 Collets - p.51 Collet holders - p.52
Grip ring
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E3000 SERIES

System Chart
Modular type 230mn

Collet/
Arbor

60,000min"

= ....

Grindstone flange EGF-19

60,000min"

260,000min"

Collet nut K-265
a—= -

Collet CHK Group
©0.5~6.35mm

7,490min"

(R ——
Metal Saw Arbor
KCH-03
m || {—Tm -
Grindstone Arbor AGM-03
[—— -

Collet CH8 Group
©0.8~3.175mn

0| lmp—o
Metal Saw Arbor
KCH-02
Jum |

Collet CHS Group
©0.8~3.175mm

100 S—]

20,000min"
(RAX-271E)
R—

5,000min"
(RAX-71E)

7,490min"

13,330min"

60,000min"

Collet CHB Group
22.0~4.0mm

|
Collet CHR RS Group
©3.0~6.35mm

——

50,000min '

50,000min"

Collet CHB Group
©22.0~4.0mn

Colle@t]nut K-265
Collet CHK Group
©0.5~6.35m

Collet nut CHN-A
—e=
Collet CHA Group
©0.5~4.0mn

Collet CHSS Group
21.0~3.175mm

Collet nut CHN-CTA
— =

Collet CHA Group
©3.0~4.0mm

Collet nut CHN-A
—e=

Collet CHA Group
©0.5~4.0mm

Collet nut K-265A

60,000min !

60,000min"

60,000min'

30,000min !

80,000min"

80,000min"

0— —80,000min’

Collet CHK Group
©0.5~6.35mm

Spindle

o=@
NR-3060S
Short spindle

d

NRF-3060S
Short spindle with flange
PPN c——

L | a
NR-3060
Straight spindle

RAS-151E
With long head

Usable only for NR-3060S,
NRF-3060S,NR-3060

7,500min" at the cutting tool
i

ARG-011E
Speed reducer (1/4)

1,870min" at the cutting tool

1] —

ARG-021E
Speed reducer (1/16)

1,000~60,000min"

==

RAX-271E/RAX-71E
Standard angle head

EM-3060

60,000min" motor

1,000~30,000min"

RA-151E
With short head

|i.;—: 3" |
T

RA-271E
With small head

- =

i i

EM-3030T

30,000min™ motor

1,000~30,000min"

NR33-6000ATC-ESD

Antistatic spindle

NR50-5100 ATC RS

Automatic tool change spindle

(o B —
EM-3030T-J/EM-3030T-J-2M

30,000min" motor
With joint type motor cord

1,000~60,000min"

(o — -

+t—=23
NR40-5100 ATC

Automatic tool change spindle

o d
=

NRR-3060

Manual tool change spindle

1

NRR3060-QC

Lever quick change spindle

e
NR3060-AQC

Air quick change spindle

M-
=
[ataret
CTS-3030
Coolant through spindle

|
NR-3080S
Short spindle

fe

NRAF-5080

Air bearing spindle

EM-3060J/EM-3060J-2M
60,000min" motor
With joint type motor cord

. 15,000min" at the cutting tool e
.

|

. RG-3004M .
< Oil mist type Speed reducer (1/4);

ecccccccccsesccccccccse
Usable only for NR-3060S,
NRF-3060S,NR-3060

20,000~80,000min"
| — —
EM-3080J/EM-3080J-2M

80,000min" motor
With joint type motor cord

LS 4
O 6Mmm i}
L'_LI:—BM — i

EMCD-3000-
4M/6M/8M
Straight type motor cord
EMCD-3000A-

4M/6M/8M:«

Angle type motor cord

% Mounting example of
angle spindle

— 3V -
— 4V
— GV i

— SV m—ii

EMCD-3000J-
3M/4M/6M/8M

Joint type motor cord

—3M -
T —
— M =i

—1 Y [—

EMCD-3000J-
3M/4M/6M/8M

Joint type motor cord

Controller

E3000 SELECTOR
SELECTOR
% Can be connected when
operating motors individually
*Not simultaneously
.

E3000 CONTROLLER
CONTROLLER

i
AL-C1204
Air line kit
3 To supply clean and dry
cooling and purging air to
Controller and Motor / Spindle.
.

AL-M1201BL
Air line kit
(for RG-3004M)

AL-A1205
Air line kit
(for NRAF-5080)

"?fs*j' E

AL-A0611
Air line kit
(for NRAF-5080)

Air compressor

Collet /
Arbor

=g -

Grindstone flange EGF-19

Collet nut K-265
U—=
Collet CHK Group
©0.5~6.35m
R ——

Metal Saw Arbor KCH-03

] ] R i——

Grindstone Arbor AGM-03

-
Collet CHSS Group
©1.0~3.175mm

Collet nut K-265
0g—e

Collet CHK Group
©0.5~6.35mm
Collet nut K-265
J—e=
Collet CHK Group
©0.5~6.35mm
0| [ afl—m

Metal Saw Arbor KCH-03

o ] ] R i——

Grindstone Arbor AGM-03

Grindstone flange EGF-19

Collet nut CHN-A
U—e=

Collet CHA Group
©0.5~4.0mn

60,000min"

21,300min"

21,300min"

G0,000min !

60,000min"

60,000min"

60,000min"

One-piece type 230/925/220mn

Motor Spindle

=

EMS-3060K
230 Motor spindle
CHK collet-30cm joint cord

EMR-3008K

Motor spindle with reduction gear

.

= i
o —— T
i

EMA-3020K
Angle motor spindle
Standard angle head

-

EMA-3020S
Angle motor spindle
Built-in angle head

e

EMSF-3060K

Motor spindle with flange

EM30-S6000
230 Motor spindle:CHK collet

|
EM25-S6000
225 Motor spindle-CHA collet

EM20-S6000
220 Motor spindle-CHA collet

Modular type 225mn

Collet/
Arbor

Collet nut K-265
g—e=

Collet CHK Group
©0.5~6.35m
0|0 af—m

Metal Saw Arbor KCH-03

Spindle

m 3V =
— 4M -
— GV =

— S i

EMCD-3000J-
3M/4M/6M/8M

Joint type motor cord

L'_,;:'_"—4M— $Hi
L’...E‘:—GM- i
[ R p——

' EMCD-3000-

4M/6M/8M
Straight type motor cord
EMCD-3000A-
4M/6M/8M:«

Angle type motor cord

3% Mounting example of angle spindle

1,000~50,000min"

m ]l = =

Grindstone Arbor AGM-03

50,000min" ,]i - E o — G m—
= ——“—E—I — V] m—
— :

NR-2551

— GV m—

Grindstone flange EGF-19

Straight spindle

EM25N-5000J

50,000min-1 motor

EMCD-2350J-
4M/6M/8M

Joint type motor cord

V. NAKANISHI

Controller

E3000 SELECTOR
SELECTOR
% Can be connected when
operating motors individually
*Not simultaneously

E3000 CONTROLLER
CONTROLLER

-_—
AL-C1204
Air line kit
3% To supply clean and dry
cooling and purging air to
Controller and Motor / Spindle.

Air compressor

Controller

E3000 CONTROLLER
CONTROLLER

.
AL-C1204
Air line kit
3 To supply clean and dry cooling and
purging air to Controller and Motor / Spindle.




E3000 SERIES

Spindle (Modular type)

A Motor
Spindle —|— Cord —|— Controller é AC

] "': = NR-3060S
E N
") NRF-3060S
o P-
NR-3060
p.

RAX-271E / RAX-71E

p.11

53'15"5
ICI)31§S-151E
Eé-271E
22-30808
EZF;AF-5080

NR33-6000ATC-ESD

‘. G | p.15
H [E— QHH'L.; N1|350-5100 ATC RS
L " "
p.

p.7

E:!\:I-3060
E;\:I-?»OGOJ
IE:!\:I;I-3030T
ICE!\:I"I-3O3OT-J
IE:!\:I;I-3080J

Shown In Actual Size

EER-SOSO
ICI‘;LI?3060-AC‘!C
I[I)“LI:::R3060-QC
3215-3-3030
QZF;G-OHE
pA.zF;G-021E
5267-3004“"

N:;-2551

p.

E:!\él25N-5000J
p.

p.8



Electric motor Motor cord Controller

_ {,
|:E‘ o | - ——— = -— _ — n
Vi == e 3V m— s — V] — [~ Qo 4 V] e B
4V — I

Spindle - ,
. L EM-3060J EM-3060 i~ e
Guide NR-3060S NRF-3060S &M i | ,(H- h’— 6M mmm i;' G 6V i
_m#::::l] o fom  —am | e 8IVI e e SV Qe SIV] i 1
’ - - o\ : EMCD-3000J EMCD-3000 EMCD-3000A E3000 CONTROLLER E3000 SELECTOR
NR-3060 EM-3030T-J EM-3030T

ES000 SERIES
DXF DXF files are available

Spindle (MOdUIar type) speCificationS data on our website |OrderbyCodeNo.

NR-3060S NR-3060S 7850 [ nNR-sosos

Short spindle _-
50 Tool mounting depth

B varanisti .
NR -3060S . i b . 230m 60,000min- Within 1um (g_lglt(g%_rg;ﬁn) 260¢

MAX60. 000m
S ENGETGC RS Collet nut (K-265) / Wrench (12X14) : 2pcs. - (22X27) : 1pc.

0GZ00121 0G800110
MADE N JAPAN | MADE IN JAP
h . Collet (CHK Group) : ©0.5~26.35mn p.51
Metal Saw Arbor (KCH-03) : @d (I.D.) X under @30mm (O.D.) / Grindstone Arbor (AGM-03) : Grindstone |.D. @5.0mm

Grindstone Flange (EGF-19) : applicable grindstone I.D. 19.05X0.D.g40X 7mm

% Collet is sold separately.

NRF-3060S NRF-3060S 7795 [I28] NRF-3060s

Short spindle with flange

50 Tool mounting depth

©30m 60,000min- Within 1 um CHK croup 285,

(20.5 ~ ©6.35mm)

SIENCEICPNTEEGIER] Collet nut (K-265) / Wrench (12X14) : 2pces. - (22X27) : 1pc. Hexagon Socket Head Screw (M4X12) : 3pcs.
Collet (CHK Group) : ©0.5~6.35mm p.51

Do not Metal Saw Arbor (KCH-03) : od (I.D.) X under @30mn (O.D.) / Grindstone Arbor (AGM-03) : Grindstone I.D. @5.0mn

clamp here

33 Do not clamp here 15.9 Grindstone Flange (EGF-19) : applicable grindstone I.D.219.05X0.D.g40X 7mm

% See p.46

% Collet is sold separately.

NR-3060 NR-3060 7875 [ NR-3060

Straight spindle _-

50 Recommended clamping area
0.D.230mn

230m 60,000min'1 Within 1 um CHK Group 4209

, (20.5 ~ ©6.35mm)
A2150590 SELCELGILGEELTEE]  Collet nut (K-265) / Wrench (12x14) : 2pcs. - (22X27) : 1pc.

Collet (CHK Group) : 0.5~@6.35mn p.51
Metal Saw Arbor (KCH-03) : @d (I.D.) X under @30mm (O.D.) / Grindstone Arbor (AGM-03) : Grindstone I.D. @5.0mm

53 Tool mounting depth

Grindstone Flange (EGF-19) : applicable grindstone 1.D.919.05X0.D.g40X7mm

100 % Collet is sold separately.

p.10




Electric motor

=~ T —
EEEE 1R | EM-3060J EM-3060
Guide
. mtom  —s—
RAX-271E / RAX-T1E RA-151E EM-3030T-J  EM-3030T

E3000 SERIES

Spindle (Modular type)

Shown In Actual Size

RAX-271E / RAX-71E

Angle spindle
Standard angle head

35 Recommended clamping area 20

I %NA HANISH!
RAX=2FHE—]
AGX00266
MADE IN JAPAN

Grease point  /

49.9 Tool mounting depth

RA-151E
Angle spindle :

With short head : 37.5 Recommended clamping area 0.D.230m

SV NAKANISHI

o WK1 L =
AH400168
MADE IN JAPAN

32 Tool mounting depth

Motor cord Controller

e 3 V] s— [ Ny v —
— 4 V] s—

- .
6M 3 g s GV] m—

8M m— | ._:HI:— 8M = |
EMCD-3000J EMCD-3000 E3000 CONTROLLER E3000 SELECTOR

DXF DXF files are available

speCificationS data on our website

| Order by Code No.

RAX-271E / RAX-71E 7856 [B] RAX-271E

7857 [ RAX-TiE

[Model]

RAX-271E 230m 20 000min+ 30 000min+
5 N W W—

Within 2um CHK croup 580¢

(0.5 ~ ©6.35mm)

[Model]

RAX-71E 230m 5 000min+ — 30 000min+

Within 2m CHK croup 5804

(0.5 ~ 26.35mm)
Collet nut (K-265) / Wrench (12X14) : 2pcs. - (22X27) : 1pc.
Standard Accessories
Grease for speed reducer (10m¢) / Grease nipple : 1pc.
Collet (CHK Group) : 80.5~6.35mm p.51
Metal Saw Arbor (KCH-03) : @d (I.D.) X under @30mn (O.D.) / Grindstone Arbor (AGM-03) : Grindstone |.D. @5.0mm

% Collet is sold separately.

Put grease every 70 to 100 hours to extend the life of the speed reducer.
° Grease-up prevents friction of the internal gears and degradation of the existing grease in the reducer.

RA-151E 1505 [I2B] RA-151E

: 1 : u
030m 7,49 Omin- 567 20,000min- SHBarow 385,

S E EIGCTEEER] Collet @ @3.0mm (CH8-3.0) / Wrench (7x5.5) - (8x5)- (22x27) : 1pc. each

Collet (CH8 Group) : ©0.8~@3.175mm p.51
Metal Saw Arbor (KCH-02) : @d (I.D.) X under @30mn (O.D.)

p.12



Electric motor Motor cord Controller

— _. _ _ _
:j___.—:— "::n e —{| - ey ' s 3V s— (l II-— 4V m— i
SGp"?;"e CHK pn| I :LF EM-3060J EM-3060 — :m — 4»:| 15 I-_ M i
ul e Til ; > ‘".l 1 h’ .
ST v T —— M s e oM i
= - == EMCD-3000J EMCD-3000 E3000 CONTROLLER E3000 SELECTOR
CHS ¥ RAS-151E RA-271E EM-3030T-J EM-3030T

ES000 SERIES
DXF DXF files are available

spindle (MOdUIar type) speCificationS data on our website |OrderbyCodeNo.

RAS-151E RAS-151E 7840 [ Ras-151E

Angle spindle
With long head

MAX. INPUT

MAX20. D20 min"

SV nakanisHI
RAS-151E
CHX00347
MADE IN JAPAN

28 Recommended clamping area

2
Q
©
2
[]
£
§ 230m 7 490min+ 267 20 000min+
(=]
Within 2um CHK croup 4134

(0.5 ~ 26.35mm)

S ERDETGC RS Collet nut (K-265) / Wrench (12X14) : 2pces. - (22X27) : 1pc.

Collet (CHK Group) : ©0.5~26.35mm p.51
Metal Saw Arbor (KCH-03) : @d (I.D.) X under @30mn (O.D.) / Grindstone Arbor (AGM-03) : Grindstone I.D. @5.0mn

3% Collet is sold separately.

RA-271E 1506 [ Ra-271E

RA-271E
Angle spindle ) . ;

With small head QDgson
g nnnﬁ
e it I
H R4 |- ‘ E
£ BJY00348 l i
5 MADE IN JAPAN m _
[e] y
E
o
: 00| on wesdttcutiol [Reimaio] —Mor.rom | Colet | Waini _
(3]
1 CHS Grou
in-t in- p
230m 13,330min 1.5 20,000min (00.8 ~ 33.175m) 240¢

S ELRLGETGC TR ER] Collet : 3.0mm (CHS-3.0) / Wrench (7X5.1) - (8X5) - (22X27) : 1pc. each

m Collet (CHS Group) : ©0.8~@3.175mn p.51

p.14




Electric motor Motor cord Controller

- . . & s 3V s— ._‘Ll:_4m_ #
Spindle =1 o }] : e ; am - [ Y Y —

Guide f - i _] | g I e G V] s— —
E—— SM m— ] e e 8V] m—

NR33-6000ATC-ESD EM-3060J EM-3060 EMCD-3000J EMCD-3000 E3000 CONTROLLER E3000 SELECTOR

ES000 SERIES
DXF DXF files are available

Spindle (MOdUIar type) speCificationS data on our website |OrderbyCodeNo.

NR33-6000ATC-ESD NR33-6000ATC-ESD 7788 [Z2E] NR33-6000ATC-ESD

Antistatic spindle

@ Prevents damage to electronic components on the PCB due to static electricity conducted
during the machining process.

@® The ¢ 10 x 15L extended spindle nose length helps to avoid interference with components
mounted on the PCB.

@ Pneumatic tool clamp and unclamp system allows for quick and easy automatic tool change.

@ Tool clamping force is twice as strong as the NR50-5100 Series.
4-M5X%0.8 depth10

. Recommended clamping area
30.2 Tool mounting depth 20 48 Recommended clamping area

(O nakanisHi . i

DS S oS r e Gl

NN D2 NNV I=EeD S .
MADE IN JAPAN 2 'lH-"

0OBL20015 [~

“ Allowable rotation speed Air for collet opening Spindle Accuracy Collet m

033m/ 050m  60,000min- 0.55~0.6mpa Within 1um CHBGrow 4470,

(Motor rotation speed) (23.175mm)

Collet : ©3.175mm (CHB-3.175) / Wrench (6.1X8) - (9%11) : 1pc. each / Bar wrench (K-236) : 1pc.
Standard Accessories
Air hose with filter (K-251) : g6mmx2m

DT collet (CHB Group) : 2.0, 03.0, 03175, 03.5, 04.0m .51

p.16




Electric motor Motor cord Controller

[ "w| e 3|V] s— '. II-— P 1 [

—— 4 V] e—

Spindle { —-— L e 55
. ! ﬂiw_%“_rl e e 1 e G V] m—

8M =

- .
g s GV] m—

- -
el e SIV] m—
NR50-5100 ATC RS EM-3060J EM-3060 EMCD-3000J EMCD-3000 E3000 CONTROLLER E3000 SELECTOR

E3000 SERIES

DXF DXF files are available

spindle (MOdUIar type) speCificationS data on our website |OrderbyCodeNo.

NR50-5100 ATC RS i
NR50-5100 ATC RS 7690  [ZI NRs0-5100 ATC RS

Automatic tool change spindle
0O.D.250mm

This spindle is recommended for the customers who use a big amount of cutting fluid.

"RS"stands for "Rubber Seal". This Rubber Seals added in the collet prevent coolant from going into
the collet. In addition, the dust-proof cover which is bigger than NR50-5100 ATC prevents

coolant from going into the spindle bearing.

26.4 Tool mounting depth
(when tool diameter 24.0~6.0mn)

54 Tool mounting depth
(when tool diameter@ 3.175m and under)

SV NnaKANISHI

NR50-5100 ATC.RS.

OBE10075
MADE IN JAPAN

70 Recommended clamping area

©50m 50,000min- 0.55~0.6Mmpa within 1,m  CHR RSarowp 4 370,

(23.175mm)

Collet : 83.175mn (CHR-3.175RS) / Wrench (9X11) - (12x14) : 1pc. each / Bar wrench (K-236) : 1pc.
Standard Accessories
Air hose with filter (K-251) : g6mmx2m

TSN collet (CHR RS Group) : 03.0, 03.175, 04.0, 06.0, 06.35m p.51

p.18




P — G 4 Hrﬂw _|_

NR40-5100 ATC NRR-3060

E3000 SERIES

Spindle (Modular type)

NR40-5100 ATC

Automatic tool

change spindle 30 Tool mounting depth

55 Recommended clamping area

SV NakaNIsHI

NR40=8100 ATC ___
MAXS0, 000

OHSObDOZ
MADE IN JAPAN

NRR-3060

Manual tool change spindle

27.1 Tool mounting depth

L
IV

Electric motor

= -

EM-3060J EM-3060

Shown In Actual Size

0.D.240mn

0.D.226.8mm

0208 HuN

Nydvr NI
LOOoRDIX YK
IHSINYAEN CAXS,

MADE IN

Motor cord Controller

e 3 V] s— [ Ny v —
— 4 V] s—

- .
g s GV] m—

— 6V —

8M m— | ._:HI:— 8M = |
EMCD-3000J EMCD-3000 E3000 CONTROLLER E3000 SELECTOR

DXF DXF files are available

speCificationS data on our website | Order by Code No.

NR40-5100 ATC 1582 [I2%] NR4ao-5100 ATC

Y

040m 50,000min- 0.55~0.6Mmpa Within 2.m CHB Group 7404

(23.175mm)

Collet : 83.175mm (CHB-3.175) / Wrench (6.1X8) - (9%X11) : 1pc. each / Bar wrench (K-236) : 1pc
Standard Accessories
Air hose with filter (K-251) : @6mmx2m

IS collet (GHB Group) : 02.0,03.0, 03.175, 04.0m p.51
NRR-3060 1836 [I2%] NRR-3060

926.8m 60,000min" Within 1m CHB aroup 3504

Recommended clamping area (23.175mm)

STENGETGC TSR] Collet : @3.175mm (CHB-3.175) / Wrench (6.1X8) : 2pcs - (22X27) : 1pc
DTS collet (CHB Group) : 02.0, 03.0, 03175, 04.0m p.51
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R

CHK/CHA QC3-K(-R)
QC3-A (-R)
. =

Spindle

"i _‘

NR3060-AQC

Guide

CHSS QC3-SS

E3000 SERIES

Spindle (Modular type)

NR3060-AQC

Air quick change spindle

@ Quick and easy collet holder change with air chucking mechanism.
@® Enhancing productivity by enabling external tool set-up.

=

EM-3060J

=

EM-3030T-J

Shown In Actual Size

® 3 types of collet holders are available. (CHK ¢ 0.5 ~ 6.35mm, CHA ¢0.5 ~ 4.0mm, CHSS ¢1.0 ~ 3.175mm)

4-M4x0.7 depth 7

Javi

D)

(=ipm)
2in

NYdVr

Outside view of the tip of the spindle

QC3-K QC3-A

Dust
(Collet holder for Qca-k ustcoverarea

collet CHK)
When mounting

collet CHA)
When mounting

Tool mounting depth

QC3-SS
(Collet holder for
collet CHSS)

When mounting
8
Q

Tool mounting depth

(Collet holder for

4-M5X%0.8 depth 5.5

09XV

L uwoQ

100 4080
JOV-090E¥|N

Wy

IHSINVHYN

Dust cover area
Vanpn)

Tool mounting depth

EM-3060

EM-3030T

EMCD-3000J

e 3V —
4 V] e—
e GV e—

8M e

Specifications

NR3060-AQC

__;.‘:— 4M o

__;.:— 6M m——

_I_

__;_:— 8M mmmmm |

EMCD-3000 E3000 CONTROLLER E3000 SELECTOR

DXF DXF files are available
data on our website

| Order by Code No.

[ nRsoso-Aqc

m m Air pressure of collet open/clese | Spindle Accuracy Collet holders m

230m min'

0.6MPa

QC3-K / QC3-K—R (for Collet CHK)
within Tum  QC3-A / QC3-A-R (for Collet cHA)  1,230¢
QC3-SS (for Collet CHSS)

Wrench (22x27) : 1pc. / Air hose with filter (K-251) : g6mm X 2m 1pc.

Parts (Optional)

Collet

i

CHK

1.D.
20.5mm~6.35mm

CHA

1.D.
20.5mm~4.0mm

Collet

CHSS

1.D.
21.0mm~3.175mm

Preset adapter
(For QC3 Collet holders)

i

*#Holding section size is 820.
% QC3-K-R/QC3-A-R cannot be used
to Preset adapter.

Collet holder
(Collet nut included)
QC3-K/A-R

\/ .

Wrench

2—C

QC3-K/A

915 9210 9223 2026
- QC3-K QC3-K-R
C(If_l ,f_ 0 (for Collet CHK) (for Collet CHK) Wrench 12 X 14 (2pcs.)
914 9209 9222 2012 2054
CHA- QC3-A QC3-A-R Wrench8 x5 Wrench 9 x 11
(1.D. 3.0mm) (for Collet CHA) (for Collet CHA) (1pc.) (1pc.)
Collet holder
) Wrench
“‘@”
930 7794 2069 2054
CHSS- QC3-SS Wrench6.1x8 Wrench 9 X 11
(1.D. ©3.0mm) (for Collet CHSS) (1pc.) (1pc.)

[Use below Wrenches when using Preset adapter]

9211 CHK collet : 12 x 14 Wrench (1pc.)
CHA collet 9 x 11 Wrench (1pc.)
CHSS collet: 6.1 X 8 Wrench (1pc.)

QC3-ADP

p.22



|- T —

NRR3060-QC EMCD-3000J EMCD-3000 E3000 CONTROLLER E3000 SELECTOR
CHSS QC3-SS EM-3030T-J EM-3030T

| — /] ’i-" W e =¥ e 3V] e L e AM) 4
Spindle QC3-K (-R) ‘ pemNi EM-3060J EM-3060 e V] m— _—
. CHK / CHA ch_A (_R) E Tv‘lﬁ “‘H‘ % 6M - g s GV] m—
Guide el : — V] m— — am
=== _E - e = oM it e o i

ES000 SERIES
DXF DXF files are available

spindle (MOdUIar type) SpeCificationS data on our website |OrderbyCodeNo.

NRR3060-QC NRR3060-0C D nessoso-ac
e el e T T e e S KT

@® Quick and easy collet holder change with lever chucking mechanism. 30 QC3-K / QC3-K-R (for Collet CHK)
o
@® Enhancing productivity by enabling external tool set-up. Recomm?ded Cl;"n':pmg area min-' 90 within Ium  QC3-A / QC3-A-R (for Collet CHA) 5704

@ 3 types of collet holders are available. (CHK ¢0.5 ~ 6.35mm, CHA ¢0.5 ~ 4.0mm, CHSS ¢1.0 ~ 3.175mm) QC3-SS or Collet CHSS)
Wrench (22x27) : 1pc.
14.8
Parts (Optional)
Collet holder
Collet (Collet nut included) Wrench
QC3-K/A QC3-K/A-R
CHK 915 9210 9223 2026
I.D.

20.5mm~6.35mm
CHK- . QC3-K  QC3-K-R Wrench 12 X 14 (2pcs.)

35.2 Recommended clamping area (I.D. 23.0mm) (for Collet CHK) (for Collet CHK)
|

CHA 914 9209 9222 2012 2054
1.D.
s -

: | G i | 00.5an-~4.0mm CHA- 3. QC3-A QC3-A-R Wrench 8 x5 Wrench 9 X 11
'_ |' ' | - ] (1.D. 23.0mm) (for Collet CHA) (for Collet CHA) (1pc.) (1pc.)
deq
1 Collet holder
Collet o, Wrench

L ok =

Outside view of the tip of the spindle

. wcon CHSS 930 7794 2069 2054
(Collet holder for acg-k Dustooverarea (Collet holder for Dust cpver area I.D.
\c::r:f: (r::)I:Ltin : 4 e orount — . ©21.0mm~3.175mm
¢ v ‘ When mounting , CHSS-3. QC3-SS Wrench 6.1X8 Wrench 9 X 11
(1.D. ©3.0mm) (for Collet CHSS) (1pc.) (1pc.)
Tool mounting depth Tool mounting depth
Preset adapter [Use below Wrenches when using Preset adapter]
(Gott nder o (For G el el 9211 CHK collet : 12 x 14 Wrench (1pc.)
collet CHSS) : % CHA collet : 9 x 11 Wrench (1pc.)

When mounting ) CHSS collet: 6.1 X 8 Wrench (1pc.)
«©
Q
| *#Holding section size is 820. ch'ADP
5 % QC3-K-R/QC3-A-R cannot be used
1ex to Preset adapter.

Tool mounting depth

p.24




'Ui-;— 4M mm
- e 4 V] e—
Guide .'ﬂ i dom e i

= .=

CHN-CTA CHA CTS-3030 EM-3030T-J EM-3030T

Spindle ‘«‘ T | HM’L___ e 31V] s—

6M 2 __£_ 6M m——

__i— 8M mmmmm |
EMCD-3000J EMCD-3000 E3000 CONTROLLER E3000 SELECTOR

8M =

ES000 SERIES
spindle (MOdUIar type) Specifications DXF DXF files are available

data on our website | Order by Code No.

CTS_3030 CTS-3030 m

CTS-3030
Coolant through spindle

@ A Spindle that uses an oil hole drill for deep hole drilling.

@ To inject coolant from it's tool tip of the drill, there are several advantages, such as improved chip
discharge, reduction drilling time, extended tool life, and high precision when performing.

. 49.5 Recommended clamping are
' High-pressure pump,

High-pressure coolant hose, etc.
®  to be arranged by the customer.

i el () 230m min"' Within 1um CHA croup 885
Through hole (25.2)X 3 = (23.0,03.175,04.0mm) 9
M6 X 1(depth 10) X 3
(Same size on opposite side) Wrench (8x5) - (9x11) - (22x27) : 1pc. each
Collet (CHA Group) : ©3.0, 23.175, @4.0mn
Collet nut (CHN-CTA) : 3.0, 3.175, 4.0mm
%MKANISHI % The Collet and the Collet nut are sold separately. Please match the collet and collet nut size.
CTS — 3030 \ % High precision AA grade types are highly recommended.
MAX30, 000min™ i R
02150001 3 IN—" (Bl5Edm)
MADE IN JAPAN
Collet Collet nut
i UK
((-';I (€ [L:@ ~ . 23 ol

91494 7798
23.0
CHA-3.0AA CHN-CTA-3.0
23.175
27 Coolant supply port (¢6)
5 CHA-3.175AA CHN-CTA-3.175
© Mounting hole (front) mgi:tizns fr:i(:sn(\r?g{l@
= Through hole ($6.5) X2 e
ey (9105
. % 91495 7800
8 =T S - 24.0
15 15
L CHA-4.0AA CHN-CTA-4.0

p.25 p.26



E3000 SERIES %NAMNISHI
Speed Reducer (Modular type) Specifications 2t oolimeree 0" [Grdor by Gosa o]

ARG-011E ARG-011E 28 ARG-011E

Speed Reducer (1/4) -

Sy nakanisHI = M |
MAX. INPUT 30, 000mIn" FAR G0, Juhmin,

BJ500873 f 0780000
MADE IN JAPAN , MADE IN JAPAN . 030m o min- 2424

Grease for reduction gear (10m£) / Grease nipple : 1pc.

Put grease every 70 to 100 hours to extend the life of the Speed reducer.
° Grease-up prevents friction of the internal gears and degradation of the existing grease in the reducer.

ARG-021E ARG-021E ¥ ARc-021E

Speed Reducer (1/16) _
0.D.230mn

SV nakanisHI i | A5

ARG 02 1E | e 00 ™ e spesiatne uting oo | euoton atio | Wxom | gt
o RN R— | )

CBB i MAX6D, OU0min
60502 | Q780000
MADE [N JAPAN 1l MADE IM JAPAN Qsomm

min”’ 3259

min-

Grease for reduction gear (10m£) / Grease nipple : 1pc.

Grease point ~ 8

70 Put grease every 70 to 100 hours to extend the life of the Speed reducer.
° Grease-up prevents friction of the internal gears and degradation of the existing grease in the reducer.

RG-3004M RG-3004M 28 Rc-3004m

Oil mist type Speed Reducer (1/4) _

@ Max. input speed 60,000min* (standard type 30,000min)
@ Longer product life by oil mist lubrication

@® No greasing is necessary

@ Oil mist supply is necessary

% Not recommended for dry machining.

For oil mist lubrication For dry cooling air supply
SV nakanisHI O arcinss _m : - . s Sz
| r — - i - - = — — g
RG-3004M EM- 30604 + =i 4 =S 4 v 4 s e
MAX60. 000min™ MAx6U, UUUmiA" E3000
0BD10024 07800001 . RG-3004M EM-3060J EMCD-3000J AL-M1201BL CONTROLLER AL-C1204

MADE IN JAPAN Il MADE IN JAPAN

230m min-' min*' 2409

p.28




1V Xy | "] = sy 3|V s—
i | . A— 45
EEEE CHN-A CHA | i —4imi H (T — 4m ——
Guide — o3 6 s
LI = - b ] e SV] e—
Whem———" EM-3080J EMCD-3000J E3000 CONTROLLER E3000 SELECTOR
K-265A CHK NR-3080S NRAF-5080

E3000 SERIES
Spindle (Modular type) Specifications 2 o tiveee " [Graer by Gode o

NR-3080S NR-3080S 22 n~R-3080s

Short spindle _’
0.D.230mn

31.3 Tool mounting depth

P nakanisHI SOV NAKANISHI
Sl 1P IO EM- 3080
MAS?SGS?STTH ' MAXET, 000mnT
T " 0BB201 79
e MADE IN JAPAN

28.3 Recommended clamping area 230m ning within 1um ((a?ol-f!é g;?)lrln:])) 1709

Collet nut (CHN-A) / Wrench (22x27) - (8%5) - (9x11) : 1pc. each
Collet (CHA Group) : 20.5 ~ @4.0mm

% Collet is sold separately.

NRAF-5080 NRAF-5080 [ nRAF-5080

Air bearing spindle

0.D.248mm
32 Tool mounting depth

(when tool diameter @33mm and under) g-g 22 Lhrogg(]jh hg:z =
25 Tool mounting depth e .5 head depth 3.
(when tool diameter @3.4~6.35mn)

248m min* 35N¢/min within 1um CHK croup 8104

(0.5MPa) (0.5 ~ ©6.35mm)

e

OBOGEAVUN (s

Body mounting : flange mounting, M3 bolt (8 locations, equidistribution, 45° angle, PCD57)
Bearing type : air static bearing / bearing load capacity : radial 18N, thrust 35N

70100240
TR T

Useable Max. diameter of grindstone : 8.0mm and under on ¢6.0mm shank

19
)

Hose diameter : g4mm , for bearing air inlet

Collet : 23.0mm (CHK-3.0) / Collet nut (K-265A) / Wrench (12X14) : 2pcs.
Reducer : 1pc. / Inlet air hose (e4mmXx4m) : 1pc. / Bar wrench (K-236) : 1pc.

Collet (CHK Group) : 0.5 ~ @6.35mm

p.30




E3000 SERIES %NAMNISHI
=g= = DXF DXF files are available
MOtOI" speCIflcatlonS data on our website | Order by Code No. |

EM-3060 EM-3060 [ Em-3060

60,000min' motor -

SV NAKANISHI

EM-3060
MAXE0 000m
0GBOO110
MADE IN JAPAN

Torque (cN-m) TOrque & pOwer curve  power (W)

It 9 450

i =l Qo 4] i 8 : ~ 400

™ - | Y 6M == 7 : -+ 350

fr_ r_SM— 18] 6 \ 300

Straight type Angle type 5 250

4 200

2 100

©30m 1,000 ~ 60,000min- 350w 325, ! N .
0 10 20 30 40 50 60

SHENEIG VS S Wrench (22%X27) : 1pc. rem(1omin )
Torque Power Continuous Duty Area

EM-3060J EM-3060J P 0.3m 28 Em-30604
60,000min-* motor with joint type motor cord E 2m m EM-3060J-2M

EM-3060J
MARSD, OU0min
Q7800001
MARE IM JAPAN

Torque (cN-m) TOrque & POWer curve  power (W)

9 450
ey 3V e— 8 : N 400
e 4 V] — 7 - -+ 350
e GV s— 6 \ 300
s 8V] s 1) ¢ Joint type motor cord is necessary. 5 250

4 200

0.3m: 360 .

230m 1,000 ~ 60,000min- 350w , 9 ‘ 5°
2m:525 L L L W

CIENGETL WAL Wrench (22X27) : 1pc. rpm (x10'min’)
Cord length L=0.3m / 2m Torque Power Continuous Duty Area

p.32




E3000 SERIES %NAMNISHI
=g= = DXF DXF files are available
Motor Specifications & onourwebsito [Oraer by Gode No.]

EM-3030T EM-3030T 22 Em-3030T

- Torque (cN-m)  TOrque & power Curve  power (W)
30,000min-* torque motor ol oo

18 450

| 17.7 15 d!‘_ 61 N [ 400
i . E Y prm—— 144 F 350
i ﬂ B M =i 12 \ 300
o Uu — 8M =il i 10 + L 250
Straight type Angle type

o D e Range | s pover | W
230m 1,000 ~ 30,000min" 350w 3509 10 20 %"

rpm (X10°min™)

@® EM-3030T torque is twice as big as EM-3060.

SV NAKANISHI

EM-30307

" i
0BF20006
MADE IN JAPAN

. EM-3030T Torque Power Continuous Duty Area
Wrench (22X27) o1 pc. EM-3060 = — — — Torque Power
P=N Oid type =N New type If EM-3030T is connected to old type

(Color of air output joint is whiite)
Controller

°o—=

é%‘r’]'t‘igﬁ’;a"f’u"o“ti"i”‘ isblue)  non applicable controller, it will not rotate.

EM-3030T-J EM-3030T-J 0.3m (2] Eem-soz0T-y
30,000min-' torque motor with joint type motor cord m — 225 em-3030T-4-2m

@ EM-3030T-J torque is twice as big as EM-3060J. Torqueet-m - Torque & power curve  ponerw
20 500
18 450
16 N 400
e 3[V] s— 1 350
e 4 V] ——— -ai 12 \ 300
e GV e— 10 250
s 8V] s {4 % Joint type motor cord is necessary. o RS AT 200
6 150
SV nakaNisHI 0.3m: 425 ] [
[+ Iom -
E M = 3 O 3 O T - J Q30mm 1 ,000 ~ 30,000min" 350W . . 10 20 300
T30 SO | 2'm: 600
MADE. 1N JAPAN = ' Wrench (22x27) : Tpc. By T s
=N Oid type =N New type If EM-3030T-J is connected to old type

°o—=

(Color of air output joint is whiite)
Controller

é%f\'g;l‘l’;f‘"o“‘p“”°i”‘ isblue)  non applicable controller, it will not rotate.

Cord length L=0.3m / 2m

EM-3080J EM-3080J cror [ DR ew-soe00

80,000min-' motor with joint type motor cord E Length NPT 28 Em-30804-2m
0.D.230mm

V) NaKaNISHI
S0 1T —
MAX80, DO0min' ' 1 — 3 V] s—

0BB2017% =02 : | — V] m—

MADE IN JAPAN ' e 6V

Torque (cN-m)  Torque & power curve  power(w)
400
350

- 300

9
8
ran : :
6
. ) ) 250
s 8Vl s 0 % Joint type motor cord is necessary. 5
200
4t
3L
21 :
1
0

+ 150

N ) 0.3m: 375¢
230m 20,000 ~ 80,000min 350w 2 m:550¢

100

50

i i i ; 0
20 30 40 50 60 70 80

Wrench (22%27) : 1pc. rpm (x10°min)
Cord length L=0.3m / 2m Torque Power Continuous Duty Area

p.34




Spindle I
Guide p— -f’ﬂ—:;

E3000 SERIES
Spindle (Modular type)

NR-2551

Straight spindle

50 Tool mounting depth

T gl T SE ST e e [ ™ = o R L i

P s g
i
03600009 .,-l].m_-'.‘I'J'.‘”'F

34.5Recommended clamping area

EM25N-5000J

50,000min' motor

"W S = S )
MADE IN JAPAN € €
06Z0077]1

Cord length L=0.3m

Dimensions when connected

Electric motor Motor cord

—U—E + : ::m: + I I

EM25N-5000J EMCD-2350J E3000 CONTROLLER E3000 SELECTOR

DXF DXF files are available

speCificationS data on our website | Order by Code No.

NR-2551 7853 [ nNR-2551

230m 50,000min'1 Within 1um CHK aroup 253¢

(0.5 ~ @6.35mn)
SIENGEIGEESGTEEE  Collet nut (K-265) / Wrench (12X14) : 2pces. - (22X27) : 1pc.
Collet (CHK Group) : 0.5 ~ 6.35mn p.51

Metal Saw Arbor (KCH-03) : @d (1.D.) X under @30mn (O.D.) /Grindstone Arbor (AGM-03) : Grindstone I.D. @5.0mm
Grindstone Flange (EGF-19) : applicable grindstone I.D. 19.05X0.D. 40X 7mm

% Outside diameter 25.4mm type is also available.
3% Collet is sold separately.

EM25N-5000J 7904 [ Em25N-50004

Torque (cN-m) Torque & power curve Power (W)

10+ . 500

450

[ ] ——— 4 V] e— 400
[ ] ——— GV —— 350
I e 8V s— 300
250

150

025um 1,000 ~ 50,000min' 250w 3354 -

STENLECGLEEELTTEEE . Wrench (22X 27) : 1pc. 0 0 Qa( 3:0 w0 5
rpm (X10°min

% Use EMCD-2350J Series for Motor code.

Torque Power Continuous Duty Area

Motor cord
7722 EMCD-2350J-4M 3.7m
: — :m — _ Air hose
W m— G V] m—il 7723 EMCD-2350J-6M 5.7m Connector cap EM25N-5000J
i (Included)
Jointtype 7724  EMCD-2350J-8M 7.7m
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E3000 SERIES

Motor spindle (One-piece type)

Shown In Actual Size

i Motor
Motor Spindle —|— Cord —|— Controller é AC

E:!\Sgls-3060K
E:!\él R-3008K
p.

E:\;|30-56000

p.

E‘!\g25-36000
E:\;IZO-SGOOO

IE‘!\1IIA-3020K
ICE‘!\1IIA-3OZOS
E‘!\éISF-SOGOK
p.

p.37



e 3V] —

Spindle R — - = . - _— — 4 V] ——
Guide :_T____-— -||4 = El d —Lan . “El-‘- 6M 5
8M m— |

CHK EMS-3060K EMR-3008K EMCD-3000J E3000 CONTROLLER E3000 SELECTOR

E3000 SERIES
Motor spindle (One-piece type) Specifications 2 oot [Orderby Gose o,

EMS-3060K EMS-3060K 28 Eems-3060K
230 Motor spindle -

CHK collet-30cm joint cord

46.4 Tool mounting depth

SOy NakanisHI

EMS -3060K

MAX&0. 000min ' ' g i T —— Ty p—

b ? w6Vl - 8V w1
MADOEH BIDNO [\J_Ii%AN mm Spindle Accuracy Collet m 3 Joint type motor cord is necessary.

. . . A - Stk . CH K Torque cN-m) ~ TOrque & power curve  power (W)
230m 60,000min" within 1um Ly 350w 565¢ 450

(20.5 ~ ©6.35mm) s i

8 N 400
45 Recommended clamping area Collet nut (K-265) / Wrench (12x14) : 2pcs. ; : < ZZZ
Collet (CHK Group) : ©0.5 ~ 26.35mm 5 250
4 200
Motor cord : Length 3m (1778), 4m (1768), 6m (1767), 8m (1766) 3 150
Metal Saw Arbor (KCH-03) : @d (I.D.) X under 30mm (O.D.) / ? » ;‘;"

Grindstone Arbor (AGM-03) : Grindstone I.D. @5.0mm i i : | ‘ 0

0 10 20 30 40 50 60

Grindstone Flange (EGF-19) : for grindstone I.D. 19.05X0.D. g40X 7mn . o e bua

Cord length L=0.3m orque ower ontinuous Duty Area

% Collet is sold separately.

EMR-3008K EMR-3008K 28 EmR-3008K
Motor spindle with reduction gear -

0.D.230mm

46.4 Tool mounting depth

G . “ Max. speed at the cutting tool Reduction ratio m
rease point

230m min-' 4 min-'
T — ,‘ Spindle Acouracy | Collet | Max.power | vicignt |
- - ” — m GV SV
= Misujoggg K - . Within 1 um (glgll,(gg?;mﬁ) 350W 6509 % Joint type motor cord is necessary.
MADE IN JAPAN s . o i Torque (cN-m) Torque & power curve  power(w)
max. ouTPUT 8,000min™ /Max. INPUT 32,000min ' Collet nut (K-265) / Wrench (12x14) : 2pcs. 3 0
' Grease for reduction gear (10m¢£) / Grease nipple : 1pc. 8 %00
25 250
Collet (CHK Group) : ©0.5 ~ ©6.35mm 2 . 200
45 Recommended clamping area
Motor cord : Length 3m (1778), 4m (1768), 6m (1767), 8m (1766) 15 150
Metal Saw Arbor (KCH-03) : od (1.D.) X under 30m (O.D.) / ° S
5 450
Grindstone Arbor (AGM-03) : Grindstone I.D. 5.0mm
+ + + + + + + 0
Grindstone Flange (EGF-19) : for grindstone |.D. 19.05X0.D. g40X 7mm S

rpm (X10°min™)
% Collet is sold separately.

Torque Power Continuous Duty Area

! Put grease every 70 to 100 hours to extend the life of the reduction gear. Grease-up prevents friction of the internal gears and degradation of the existing grease in the reducer.

Cord length L=0.3m p.40




| £ i T sy 3|V s—
Spindle et ‘b— -i | = I s ] " o e 4 V] —
Guide CHK | i 4 “ - “:I- [y,

P ' ' ey E '-ln" R 2 — e —

EMA-3020K EMA-3020S EMCD-3000J E3000 CONTROLLER E3000 SELECTOR

E3000 SERIES
Motor spindle (One-piece type) Specifications 2 oot [Orderby Gose o,

EMA-3020K EMA-3020K [E ema-soz0K
Angle motor spindle
Standard angle head

Grease point

SV NAKANISHI “ Max. speed at the cutting tool Reduction ratio m e 3V m—
| 1

M A = y f 4 V] e—
EMA- SUZLUIK = 30 M ~
—— e OO —— - i G9Umn min” B min-" -
3 MADE IN JAPAN : 1.5 M ==
g MAX, OUTPUT 21,300mir" A max, inPuT 32, 000min ) Spindle Accuracy Collet m % Joint type motor cord is necessary.
()]
.g Torque (cN-m)  TOrque & power curve  power (W)
% Within 2IJm (Coigll( g‘:sllp) 280W 7609 14 : RN : St 850
£ 45 Recommended clamping area . 20- ASERII 12 300
8 Collet nut (K-265) / Wrench (12x14) : 2pcs. 10 250
(=]
© Grease for Speed reducer (10m£) / Grease nipple : 1pc. 8 g 200
6 T 150
Collet (CHK Group) : @0.5 ~ @6.35mm
4 : 1 100
Motor cord : Length 3m (1778), 4m (1768), 6m (1767), 8m (1766) 2 150
Metal Saw Arbor (KCH-03) : @d (I.D.) X under @30mn (O.D.) / e R A e |
0 2 4 6 8 10 12 14 16 18 20 213
Grindstone Arbor (AGM-03) : Grindstone I.D. @5.0mn rpm x10'min’)

Torque Power Continuous Duty Area
% Collet is sold separately.

Put grease every 70 to 100 hours to extend the life of the Speed reducer.
° Grease-up prevents friction of the internal gears and degradation of the existing grease in the reducer.

Cord length L=0.3m

EMA-3020S EMA-3020S [ ewma-sozos
Angle motor spindle _

Built-in angle head 0.D.230m

. s 3V —
%. W)NAKAMSH’ | —— 4 V] e— ——:
) ) > N » v .‘
g tMA_\SOZOS ! S e 6 V] s—
; OHY 00000 e 8V] —
é MADE [N JAPAN ! = % Joint type motor cord is necessary.
S MAX. OUTPUT 21, 300min™*/ MaX. INFuT 32,000min™ “ Max. speed at the cutting tool Reduction ratio m
E 1 Torque(cN-m)  TOrque & pOWer curve  power (W)
@
230m min-* A min- ” ' L
45 Recommended clamping area K 1 -5 12 300
8 : g 200
it CHSS Group
Within 3um (1.0 ~ 23.175m) 275W 6059 6 =150
4 § s - 100
Collet : 3.0mn (CHSS-3.0) / Wrench (7x5.1) - (8x6.1) : 1pc. each ’ 150
Collet (CHSS Group) : 1.0 ~ @3.175mm

O 2 4 6 5 10 12 14 16 18 20 215
Motor cord : Length 3m (1778), 4m (1768), 6m (1767), 8m (1766) o (x10min’)

Torque Power Continuous Duty Area [0.42

Cord length L=0.3m
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Spindle CHK EM30-S6000 EM20-S6000

Guide e o - i
| — - - i
CHA EM25-S6000

E3000 SERIES

Motor spindle (One-piece type)

Shown In Actual Size

EM30-S6000

230 Moter spindle - CHK collet

50 Tool mounting depth

SV NAKANISHI
EM30-S6000

ARB41725
MADE IN JAPAN

nE
£

ABB41725

36 Recommended clamping area

EM25-S6000

225 Moter spindle - CHA collet

0O.D.225mn

41 Tool mounting depth

SV NAKANISHI
EM25-56000
MAX60, 000mTn "

06GX00260
MADE IN JAPAN

i

0GX00260

30Recommended clamping area

EM20-S6000

220 Moter spindle - CHA collet

41 Tool mounting depth

A arcanisii
EM20-56000
MAX &0, 000

0GX00263
MADE IN JAPAN

34 Recommended clamping area

=

[ Y pR— Y aM
___E—SM— $4i d 'l_GM_ 4
___E—SM— ##i '._SM_ 4

EMCD-3000 EMCD-3000A

=g= = DXF DXF files are available
SpeCIflcatlonS data on our website

EM30-S6000

©30m 60,000min"  within 1um  CHK Group 350w 5754

(20.5 ~ ©6.35mm)
Collet nut (K-265) / Wrench (12x14) : 2pcs.
Collet (CHK Group) : 20.5 ~ @6.35mm
Motor cord : Length 4m (1748), 6m (1749), 8m (1750) 3Angle type is also available
Metal Saw Arbor (KCH-03) : @d (1.D.) X under 30mm (O.D.) /
Grindstone Arbor (AGM-03) : Grindstone I.D. @5.0mm
Grindstone Flange (EGF-19) : for grindstone I.D. 819.05X0.D. 40X 7mm

% Collet is sold separately.

EM25-S6000

| 00. | Max.rpm [Spindle Accuracy]  Collet | Max. power | Weight |
©25m 60,000min  within 1um  CHA Group 250w  375¢

(20.5 ~ @4.0mm)
Collet nut (CHN-A) / Wrench (8%5) - (9%11) : 1pc. each

Collet (CHA Group) : ©0.5 ~ @4.0mm
Motor cord : Length 4m (1748), 6m (1749), 8m (1750) 3¢Angle type is also available

% Collet is sold separately.

EM20-S6000

00 o rom —Jspinle Accusey] —Collet |~ Maxpower | Woign
220m 60,000min*  within 1um CHA aroup 250w 230g

(20.5 ~ @4.0mm)
Collet nut (CHN-A) / Wrench (8%5) - (9%11) : 1pc. each
Collet (CHA Group) : 20.5 ~ g4.0mm
Motor cord : Length 4m (1748), 6m (1749), 8m (1750) Angle type is also available

3% Collet is sold separately.

E3000 CONTROLLER

E3000 SELECTOR

| Order by Code No.

m EM30-S6000

Torque(cN-m)  TOrque & POWEer Curve  Power (W)

. : : 450
- N 400

-+ 350

\ 300
250
200

150

= 100

4 N W B O e N ® ©

+ 50

; ; ; ; 0
0 10 20 30 40 50 60
rpm (X10°min”)

Torque Power Continuous Duty Area

m EM25-S6000

Torque(cN-m)  Torque & power curve  power (W)

9 450
8 400
7 350
6 300
5 250
4 200
3T 150
2+ 100
1+ 50
+ 0
0 10 20 30 40 50 60
rpm (x10°min”)
Torque Power Continuous Duty Area

[ em20-se000

Torque cN-m)  Torque & power curve  Power (W)

450
400
350
300
-+ 250
200
150

- 100

- N W R OO N ® ©

=+ 50

; ; ; ; ; 0
0 10 20 30 40 50 60

rpm (x10°min”)
Torque Power Continuous Duty Area [0.4 4



Motor Spindle (One-piece type) Motor cord

e 3V] —
SpiNdle . :| ~ ¢ = e 4V —
Guide m‘ :H i - —— V] m—

— 8V —

EMSF-3060K EMCD-3000J E3000 CONTROLLER E3000 SELECTOR

E3000 SERIES
Motor spindle (One-piece type) Specifications 2% cnourwensie [Orer by GodeNo,

EMSF-3060K EMSF-3060K N 7863 [ EmsF-3060K
Motor spindle with flange _‘

@ Easy clamping / Unclamping of the spindle, Easy mounting to the machine. v

@ Avoid trouble by excessive tightening.

@ Mounting spindle at small intervals available.

46.4 Tool mounting depth

S naranisk

i ey 3V e—
E NS

e 4 V] —

oo, GUU sy 6 V] s—

MADE IN JAPAN

CH K G % Joint type motor cord is necessary.
230m 60,000min- Within 1um poup)

’ u (20.5 ~ 6.35mm) Torque(cN-m)  TOrque & power curve  power(w)
et | ]

350w 6209

Collet nut (K-265) / Wrench (12x14) : 2pcs.
Standard Accessories
Air hose 0.3m : 1pc. / Lock bolt (M4 hexagon socket head bolt) : 4pcs.

- N W A OO N ® ©

Collet (CHK Group) : 0.5 ~ ¢6.35mm p.51 i i i :
0 10 20 30 40 50 60
Motor cord : Length 3m (1778), 4m (1768), 6m (1767), 8m (1766) rpm (x10'min’)

Torque

Power Continuous Duty Area

Cord length L=0.3m %Collet is sold separately.

Various ways to mount How to mount to a machine tool In case of EMSF-3060K / NRF-3060S

3 spindle types are available in E3000 series to meet customer' s demands 1 Insert motor spindle body 2 Tighten the flange with

into the holder 4 lock bolt (M4)

- ] m— ’ f _] - [
a{.q e [ -
&
=
Straight type Straight type + Grip Ring With flange {%
S
Mounting devices have to be prepared by user Type of usage for attachment to straight spindle Type of spindle and mounting device 6/
Grip Ring TS available integrated

% Above figures show EMSF-3060K. NRF-3060S has 3 mounting holes (See p.9)

p.45 p.46



E3000 SERIES

E3000 Controller

Shown In Actual Size

E3000 SERIES

E3000 Selector

Shown In Actual Size

| 88
[
‘| LOAD
RUN #1000 min"! SPEED
Y | ,- "-’ (/. . 4
| S v -/\
! WARNING L_, L" :
ERROR AUTO FWD
@

|RESET| |GEAR CTRL DIR STOP

L
MANUAL REV

V5 naranisti =
E3000

CONTROLLER

)©

A |
g - ‘
A
S EX1; 170
e AR :
=

SERIALI/F

e

o

p.47

E3000 CONTROLLER

Controller

External Input /
Output Control Signal Operation

@®External Input
Motor ON / OFF, Error Released, Rotating Direction,

Motor Speed Setting and etc.

@External Monitor
Motor Current, Error, Warning, Rotating pulse and etc.

@®Parameter Setting
Maximum motor speed setting, Fix the motor speed

*%For more information, please refer to the operation
manual on our website.

@ Equipped with safety relay break and speed point

Speed Range

1,000~80,000min-

Input Voltage

AC100~240v without plug ;—:h_

Multiple output power -

Max. power Power consumption

Air consumption Weight

(at 0.25~0.3MPa)

Power cord : 2m / Air hose with filter (K-251 : 2058)

Reducer / Connector cap (Included)
Bracket / Nylon Clip / Screw / Rubber pad
Fuse (T6.3AL) 250V : 2pcs.

‘ 88
o
D:t E ,'_‘;‘ "f’m: A
e 88 2 T
E%EIEE i E S 0 DIR
e
MOTOR IN MOTOR OUT

236

() naxanisHi
E3000

SELECTOR

E3000 SELECTOR

Selector

H 236

Number of motor

4pcs.

Up to 4 motors to control

with connecting selector to controller

s#not simultaneously
Input Voltage

e

AC100~240v without plug —

Multiple output power

Power consumption Air consumption Weight

1202/min

.48



E3000 SERIES

Motor cord

Straight type

[ Feature ] Connection at the body end

EMCD-3000-4M 4m
EMCD-3000-6M 6m
EMCD-3000-8M 8m

Angle type

[ Feature ] Connection at the body end into 90° degree

EMCD-3000A-4M 4m
EMCD-3000A-6M 6m
EMCD-3000A-8M 8m

Joint type

[ Feature ] Connection possible out of the machine

EMCD-3000J-3M 3.0m
EMCD-3000J-4M 3.7m
EMCD-3000J-6M 5.7m
EMCD-3000J-8M 7.7Tm

p.49

Air hose

Connector cap
(Included)

17.7 15

Air hose
Connector cap
(Included)

Air hose
Connector cap
(Included)

Y
m.m,;_,—GM— sei
mm:-_BM_ sei

EM-3060
EM-3030T
EM30-S6000
EM25-S6000
EM20-S6000

Ch
W Y am =i
W 6M =il
o 8V =

EM-3060
EM-3030T
EM30-S6000
EM25-S6000
EM20-S6000

)
=

EM-3060J - EM-3030T-J
EMS-3060K - EMS-3060A
EMR-3008K - EMA-3020K
EMA-3020S - EMSF-3060K
EM-3080J

E3000 SERIES

Accessories (Air line kit, etc.)

AL-C1204
Air line kit
81.3um filter

~—
Code No. - Model
AL-A1205

Air line kit (for NRAF-5080)
0.3um filter

1 %2

AL-M1201BL

Air line kit (for RG-3004M)
0.3um filter

%1

Code No. - "CEER AL-M1201BL

AL-A0611

Air line kit (for NRAF-5080)
0.01um filter

Code No. - VRN AL-A0611

% 1 Recommendation of nominal filtration rating : 0.3um, Pressure range : 0.1-1.0MPa Recommendation of air filter : M2000-WS (CKD)

3% 2 Customers to provide their own micro-mist separator (filtration rating 0.01 um)

GR-30
Grip Ring

Weight:385¢g

Screw hole for
removal

Mounting Bolt
(Accessories)

Section X-X (M5x25L)

TR Mounting Bolt (GR-30) M5x25 : 3pcs.

How to mount to a machine tool

Insert and position the spindle referring to the
/ Recommended Clamping Area on the spindle

2 Tighten the Mounting Bolt to
widen the inside diameter

Remove the
Loosen the N K@ Mounting Bolt
Lock Bolt )

Tighten the Lock Bolt
(4N-m)

Affix them to the machine with Mounting Bolt
(Recommended tightening torque:4N-m)




E3000 SERIES %NAMNISHI

Accessories (Collet, etc.)
B TR . .

91494 CHA-3.0AA 03.0AAX

91496 CHA-3.175AA 03.175AA% EM2
0-S6000 - EM25-S6000
E@ :5 = 91495 CHA-4.0AA 04.0AA 2402 CHN-A Collet nut for GHA colet ENISEE0 IR
1.0 g"““ 0 a 91492 CHA-2.35 22.35
' ' 91430 CHA-3.0 03.0 CTS-3030
EM20-S6000 - EM25-S6000 AN - EVIAEIIET
91493 CHA-3.175 03.175 EMS-3060A - NR-3080S EMS-3060K - EMR-3008K
91440 CHA-4.0 04.0 2129 K-265 Collet nut for CHK collet MESLILE Rartielns
% High precision type AA NRF-3060S - NR-3060
20.5,00.6,00.7,00.8,00.9 (Run-out Accuracy within 2 um) NR-403E - RAS-151E
01.1,01.2,01.8,01.4,01.7,01.8,01.9 RAX-271E - RAX-71E
02.1,02.2,02.3,02.4,02.6,02.7,02.8,02.9
505~509 - CHA-LI 03.1,03.2,03.3,03.4,03.6,03.7,03.8,03.9
’ ’ 21.0,01.5,02.0,02.5,03.5
Collet CHA Group — 2158 K-265A Collet nut for NRAF-5080 NRAF-5080
92820 CHB-2.0 2.0
92830 CHB-3.0 23.0 NR40-5100 ATC 7798 CHN-CTA-3.0
92893 CHB-3.175 23.175 NRR-3060-NRR-2651 :
NR33-6000ATC-ESD
92835 CHB-3.5 23.5 7799 CHN-CTA-3175  Collet nut for CTS-3030 CTS-3030
92840 CHB-4.0 24.0
91597 CHK-3.0AA 23.0AA 7800 CHN-CTA-4.0
91598 CHK-3.175AA @3.175AA
91599 TR v Metal Saw Arbor - Grindstone Arbor m 1.D. / Description / Specifications Compatible model
-4, 04.0AAX
91600 CHK-6.0AA 06.0AAN 2146 KRB (50 050D 1otal Saw Arbor
91601 CHK-6.35AA ©6.35AA 1077 KCH-02 (6.0) 06.0 (.D.)  ed(LD) x RA-151E
under g30mm (0.D.)
91592 CHK-2.35 02.35 EM30-S6000 - EMA-3020K 2147 KCH-02 (8.0) 28.0 (D)  Run-outAccuracy : within 0.02mm
21.0~26.35 91530 CHK-3.0 23.0 EMS-3060K - EMR-3008K
. = NR-151E - NR-3060S
91593 CHK-3.175 3.175 NRF-3060S - NR-3060 2148 KCH-03 (5.0) ©5.0 (1.D.) Metal Saw Arbor EMQ_SOZOE. EMS-3060K
-3008
91540 CHK-4.0 24.0 NR-403E - RAS-151E 2130 KCH-03 (6.0) 6.0 (1.D.) od (LD.) x NR-3060S - NRF-3060S
91560 T 50 RAX-271E - RAX-71E under @30mm (O.D.) NR-3060 - RAS-151E
. -6. 6. NRAF-5080 2149 KCH-03 (8.0) 28.0 (I.D.) Run-out Accuracy : within 0.02m  RAX-71E - RAX-271E
[z 91596 CHK-6.35 06.35
% High precision type AA EMA-3020K - EMS-3060K
] 20.5,00.6,00.7,00.8,20.9 (Run-out Accuracy within 2 um) Grindstone Arbor EMR-3008K
| — 91.0,01.5,02.0,02.5,03.5,04.5,04.76,05.5 2131 AGM-03 Run-out Accuracy : within 0.02mm mg—ggggs };{':2'2_5310508
for Grindstone I.D. 25.0mm H . >
0.5~ 0.9 01.1,01.2,01.3,01.4,01.7,01.8,01.9 RAX-71E - RAX-271E
— CHK-IJ 02.1,02.2,02.3,02.4,02.6,02.7,02.8,02.9
©3.1,03.2,63.3,03.4,03.6,03.7,03.8,03.9 Grindstone Flange EMS-3060K - EMR-3008K
Collet CHK Group 04.1,04.2,04.3,04.4,04.6,04.7,04.8,04.9 2138 EGF-19 Available grindstone dimension 219.05 (I.D.) x NR-3060S - NRF-3060S
©5,05.2,05.3,05.4,85.6,05.7,65.8,05.9 040 (0.D.) mm x 7 (width) mm NR-3060 - NR-403E
01.6,05.0
91930 CHR-3.0 23.0
91996 CHR-6.35 ©6.35 N 0 A6 1547 Grease for speed reducer (2.5mg)
l--- 91920 CHR-2.0 22.0 ) l 1550 = Grease for speed reducer (10m4) ARG-011E - ARG-021E
91940 CHR-4.0 24.0 EMA-3020K
RAX-271E - RAX-71E
Collet CHR Group 91960 CHR-6.0 26.0 C 1549 - Grease for speed reducer (100m 2)
93201 CHR-3.0RS 23.0
93202 CHR-3.175RS 23.175
. Collet holder Code No. Description Compatible model
93203 CHR-4.0RS 24.0 NR50-5100 ATC RS
. . %#Also available for NR50-5100 ATC 921 0 QC3-K
- 93204 CHR-6.0RS 26.0 . Collet holder for CHK
Collet CHR RS Group 93205 CHR-6.35RS ©6.35 9223 QC3-K-R % With K-265 (Collet nut)
90592 CHS-2.35 22.35
1D 23.5 920 9209 el Collet holder for CHA NR3060-AQC
D. : 530 CHS-3.0 03.0 ol e
9222 QC3-A-R % With CHN-A (Collet nut)
@ ===muu 90593 CHS-3.175 03175
- — RA-2TIE 7794 Qc3-ss Collet holder for CHSS
00.8,00.9 ollet holder for
_ CHS-0I0] 21.0,02.0,02.5
Collet CHS Group 011,01.2,01.3,01.4,01.5,01.7,01.8,01.9 “m Description x I.D. X O.D. Compatible model
02.1,02.2,02.3,02.4,02.6,02.7,02.8,02.9
1.D. 23.5 93092 CHSS-2.35 02.35 1877 RB-20x22 @22 Bush Dimensions : 20X222X40mm
:@ _v -le\l\l\w :gggg gsz-S.O 03.0 EMA-3020S 1876 RB-20x22.8 ©22.8 Bush Dimensions : 820X @22.8X40mm
8, XD | HSS-3.175 03.175
Collet CHSS Group — CHSS-[ 21.0,01.5,02.0,02.5 1875 RB-20x23 @23 Bush Dimensions : 20x@23x40mm EM20-S6000
CH8-2.35 2435) _
g:ggg e \- 1878 RB-20%25 @25 Bush Dimensions : 20X @25X40mm
CH8-3.0 03.0
[T e 91093 CH8-3.175 ©3.175 1879 RB-20x25.4 ©25.4 Bush Dimensions : 620X225.4X40mm
[ — — RA-151E
20.8,00.9 1880 RB-30x32 32 Bush Dimensions : 830Xx@32X45mm
= CH8-00 21.0,01.5,02.0,02.5 NR-3060S - NR-3060 - NR-403E
Collet CH8 Group 01.1,01.2,01.3,01.4,01.6,01.7,01.8,01.9 1881 RB-30x36 036 Bush Dimensions : 230X036x45mm

02.1,02.2,02.3,02.4,02.6,02.7,02.8,02.9

p.51 p.52



E3000 SERIES

| |
Accessories
| et | GodoNo | Mo | Owopion | Compaiblemodel

QC3-K-QC3-A

_ 9211 QC3-ADP Preset adapter S

HFor QC3-K/A

SEt-Up outside machines In case using a milling holder

?\ Preset adapter ?\ Collet holder

Milling holder
(Arrangement by yourself)

Height gauge

Collet nut

Setup stand
(Arrangement by yourself)

Set-up outside machines

Convenient adjustment
with Single hand %.\ Gollet holder

type Wrench

In case using a vice

Preset adapter Collet nut

BFor QC3-SS
Set-up outside machines

?M g\—CO"et holder ﬁ

In case using a milling holder

Milling holder
(Arrangement by yourself)

Height gauge

Y

A
k\—/ Setup stand

(Arrangement by yourself)

Set-up outside machines

Convenient adjustment ﬁ

with Single hand g\ Collet holder

type Wrench ) N
Collet

p.53

NAKANISHI Solutions umeur
Electric Motors & Spindles A o

Brushless Motors & Spindles

Application for CNC lathes / Special purpose machines

EY000 seErESs E3000 serESs HES serEs

1,000~40,000min+ Max.1,200w 1,000~80,000min+ Max.350w Max.80,000min-
[ 30/25/20mm ] [ For small diameter endmills and drills only ]

M The largest product lines for various processing
B Space-saving solution for small CNC lathe [HES810 ]

1
!J'J | h _
- — = 2
W World's highest power in this class

B Max. power: 1,200W, Max. torque: 1.0N-m
W The most cost effective solution to add high-speed

machining capability
W 80,000min",6.0cN-m
W BT,HSK A63,ST shanks are available
M Driven by E3000 Controller

a|pulds 2143993

E2000 serEs iSpeed3 serEs

1,000~50,000min+ Max.200w 1,000~80,000min+ Max. 150w
[ 22.8mn ] [ 19.05/20/22mn ]

¥ = 1L
I.U _- O =
o= - ,F,.JH
[HESS10] .

M 50,000min",8.75cN-m

M Small size spindle allows multi-axis M Super short motor spindle W BT,NT,CAT,IT,HSK A,ST shanks are available

installation in limited space W High efficiency brushless motor W Driven by E3000 Controller

compressor

Air Motors & Spindles

Application for CNC lathes / Special purpose machines
ﬂlr—SPEEd SERIES One-piece type ﬂlr‘—SpEEd SERIES Modular type

j = ———. W— =B
— | —N da=n —

=

U

M Short body enables the spindle to mount in a limited space on a small NC/CNC lathe or M Separate motor and spindle for flexible application changes
on a special purpose machine B Adjustable to various application through changing spindles

Air Turbine Spindles Air Turbine Spindles + Air line kit é Air

compressor

a|pulds a1y

Application for CNC lathes / Special purpose machines
Xpeed serEs PLANET serES HTS serESs

M Extreme accuracy-Runout 1um B No thermal expansion on Z axis thanks to air turbine
W For high precision small diameter drilling, generating little heat

internal grinding of ceramics M Ultra high speed 150,000min~" with higher rigidity
M Long life of spindle thanks to contactless rotation W A milling machine turns into a jig grinder thanks to ceramic bearings

mechanism W For high precision internal grinding M BT,HSK E and straight (M2040)shanks are available






